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“The Ultimate Compact Solution for Barcode Printing!”

	Features:

· Direct Thermal

· Smooth 203 dpi Resolution

· Durable, Compact Design

· USB, Serial and Parallel Interfaces Standard
· 1MB Flash ROM and 2MB DRAM

· Flash Program Download

· Prints All Standard One and Two Dimensional Bar Codes
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Specifications

Print

· Method: direct thermal
· Speed: up to 5 ips (127 mmps)
· Resolution: 203 dpi (8 dpmm)
· Fonts: 8 alphanumeric fonts and 1 True Type 
· Font Size: Expandable
· Font and Bar Code Rotation: four directions (0, 90, 180 and 270 degrees)

· Print Length: Up to 39.3” (998 mm) 
· Maximum Print Width: 4.25” (108 mm)
Bar Codes

· Symbology: Code 39, Interleaved 2 of 5, Code 128 (subsets A, B, and C), Codabar, UPC-A, UPC-E, UPC 2 and 5 digit addendums, EAN-8, EAN-13, Code 93, MSI Plessey, UCC-EAN Code 128, Postnet, PDF 417, MaxiCode, DataMatrix, 
· Density: 5 mil to 55 mil “X” dimension in picket fence or ladder orientations

Media

· Width: 0.75” - 4.4” (19 mm - 118 mm)
· Thickness: .0025” to .0100” (.0635 mm to .254 mm)

· Type: roll-fed or fan-fold materials, die-cut or continuous labels; perforated or continuous tag/ticket stock

· Sensing: see-through for liner backed die-cut labels and tags, reflective for black mark media
· Supply Roll: 5.5” (139.7 mm) maximum diameter fan-fold stock accepted in rear of printer
Communications

· Interface: USB, RS232 and Centronics( Parallel Standard
· Baud Rate: Up to 19,200 bps
Physical

· Height: 6.5” (165 mm)
· Width: 8” (203 mm)
· Depth: 9.5” (241 mm)
· Weight: 4.15 lbs. (1.89 kg)
Electrical

· Memory Configuration: 1MB Downloadable Flash Program Memory and 2MB DRAM memory
· Power Source: 110-240 VAC Universal Switching External
· Agency Listings: UL, CUL, TUV, FCC
Environment

· Temperature: 41( F to 104( F (5( C to 40( C)
Options

· Present Sensor: used for on-demand label dispensing
· Peel and Present Mechanism
· Linerless Printing
· External Media Supply Stand
· Cutter
· Connectivity Interfaces: Ethernet, External Print Server
· Memory Expansion Kit
· Label Generation Software: Label Matrix, Bar Tender or Nice Label
· Maintenance Programs: Express Exchange, Standard Depot and Time & Materials
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